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Features: 

• Designed for wide-format xerographic and converting applications 

• Bright white shade enhances details in plans and renderings 

• Acid-free and SFI
®
-certified 

 

Benefits: 

• Excellent runnability and toner adhesion 

• Meets ANSI Type I OCR dirt and ANSI Type III OCR fluorescence guidelines 

• Suitable to run on all laser and inkjet copiers, printers and digital 

   production presses 

• Finch CAD Inkjet Bond is treated for inkjet performance and color with 

   best-in-class brightness and opacity 

 

Uses: 

• Engineering and architectural plans 

• Geographic Information Maps 

• CAD renderings 

• Large-format digital plotters: Oce, Ricoh, HP and Xerox printers 

• Charts and diagrams 

 

 

 

 

Finch Engineering Bond 

Basis Weight GSM Brightness Opacity Smoothness Moisture Caliper Grade Code 

20 lb. 74 92 91 160 4.7 4.0 1310-020 

24 lb. 90 92 93 160 4.7 4.7 1310-024 

 

 

 

 

  

 

 

Finch CAD Inkjet Bond 

Basis Weight GSM Brightness Opacity Smoothness Moisture Caliper Grade Code 

20 lb. 74 98 93 120 4.5 3.8 3470-020 

 


